
AMPHITECH

Universal multi-protocol solution for vertical mobility
Connected to remote alarm systems for lifts, freight elevator, accessibility platforms 
for PRM, etc...  

Installation in the machine room or at the top of the shaft 
Supplied with external power supply (220VAC / 15VDC 1.2A) and 3 m long antenna

GSM EVA 4V
B902RR000004001

GSM, VoLTE & VoIP GATEWAY

FUNCTIONAL SPECIFICATIONS

	e Technologies :
•	 VoIP (SIP protocol) 
•	 IP / VoLTE (EVA protocol) 
•	 GSM (DTMF protocol)
•	 Backup mode with GSM fallback*

	e FXS port for connecting an analogue remote alarm
	e GSM interface: Modem for connecting to the GSM 

network (push-push SIM card connector)
	e BTB function (Battery Test Button switch) 
	e Backup power supplied by an internal Li-ion battery, 

with a runtime of 1 hour (including 15 minutes of 
voice communication)

	e Remote cloud-based configuration via a 
smartphone using a web browser (ASM FREE / ASM 
SECURIT services)

MAIN SETTINGS

	e 1 cyclic test call number

	e 1 technical call number : initiation of a technical call 
in the event of a battery fault or mains power failure

	e Secure transmission of the equipment data 
protocol for voice and technical calls 

	e Transparent operation with any remote alarm 
system available on the market

	e Remote software updates

PREREQUISITES

	e Access via a smartphone or a PC with a web 
browser (Firefox, Chrome) for configuration via 
ASM FREE / ASM SECURIT

	e SIM card (not included): Micro SIM 3FF required
	e Mobile network subscription

 (SMS + DATA + VOICE) :
•	 DATA and SMS for commissioning,

configuration and monitoring 
•	 VOICE for voice and technical calls to remote

monitoring centres

OPTIONS / ACCESSORIES

	e Additional GSM antenna (dedicated SMA 
connector)

* GSM fallback = automatic switch to the standard GSM 
network to maintain communication in the event of poor
coverage.
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TECHNICAL SPECIFICATIONS

Housing

Dimensions
 (H x W x D)

181 x 110* x 40 mm
* 130mm including connector + cable routing

Weight 1.2 kg

Material ABS UL-V0

Protection rating IP44

Power supply (external) Supplied with 220VAC / 15VDC 1.2A power supply

Battery (internal) Li-Ion 3S1P 11.1V / 3500mAh battery

SIM card (not included) 3FF micro SIM format

Operating temperature -20°C to +50°C

GSM module

LTE FDD Cat 1 bis, 3GPP Release 13 compliant, 
VoLTE & SMS over IMS support
Built-in UDP, TCP, PPP, HTTP, HTTPS, NTP, FTP stack
IPv4/IPv6 stack
2G bands : B3, B8
4G bands : B1, B3, B7, B8, B20, B28

Technologies
(multiprotocols)

- DTMF In-band
- SIP INFO (RFC 2976) 
- RTP Event (RFC 2833)

GSM antenna (included) 

Frequencies : 698–868 / 1850–2690 MHz
Polarisation : Linear
Gain : 2.0 dBi
V.S.W.R : <2.0
Magnetic mounting
(Cable length : 3 m)

Optional :
KIT ANT06-5 (with RG58 cable – Length 5 m) 
KIT ANT06-10 (with RG58 cable – Length 10 m)

 Direct access to connectors : 
	e ON/OFF switch (battery test) 
	e Remote alarm (FXS port)
	e Power supply (220VAC / 15VDC 1.2A) 
	e GSM antenna (SMA connector)




